
 

Chicago Screw Posts 
With no limit to the ways they can be used, there's no wonder why Chicago Screws is a 
perfect fit for your next project! 

Due to their overwhelming versatility, Chicago Screws make a great fit for most DIY 
projects. These binding screws are crucial for many people in the medical, food, and 
entertainment industries. Originally created and used within the bookbinding industry, 
the adaptability and usefulness of these screws has greatly increased their popularity.  

Also known as screw posts, sex bolts, tee-nuts (t-nuts) or binding posts, this versatile 

and unique product is available in a myriad of colors, shapes, and sizes. We offer 

Chicago Screws in multiple mediums including Aluminum Chicago Screws, Plastic 

Chicago Screws, and Stainless Steel Chicago Screws. If you are interested in learning 

more about Chicago Screws and their many uses, browse our website. We pride 

ourselves on customer service and quick order fulfillment. We also welcome commercial 

and bulk orders, working hard to ensure accuracy and efficiency with every order. 

Quantity discounts apply to larger orders. 

Aluminum Chicago Screws 

Post Head Diameter: 0.4 in. 
Barrel diameter: 0.2 in. 
Screw Head diameter: 0.4 in. 
Threading: 8/32 

 

The male (screw) portion has a slotted head. The female (post) head is unslotted. 

The 3/8" and smaller length posts have a hole in the post head to accomodate the 

length of the screw. 

The 3/16", 1/4" and 3/8" posts are available blind (no hole). These require a shorter 

screw. 

 



The evolution of Chicago screws 

Originally, aluminum Chicago screws were ideal for bookbinding, or for paper or rug 

swatches. MC2 Office has evolved with the industry by expanding upon the sizes and 

colors available. We first began producing the screws in black and brass colored 

aluminum; recently, we have offered baked-on automobile finishes in any pantone color. 

Colored Aluminum Chicago Screws 

 

Chicago Screws offers a variety of colored aluminum screws useful in binding 

restaurant menus or for a decorative touch to hardware, clothing, and 

accessories. The screws work great with any project that requires occasional 

disassembly, while keeping the appearance up.  

Our metallic versions are available in blue, green, red, and violet. We also 

produce grey, olive, orange, turquoise and copper bindings .  

 The screw specifications are as follows: 

 Post Head Diameter: 0.4 in. 

 Barrel diameter: 0.2 in. 

 Screw Head diameter: 0.4 in. 

 Threading: 8/32 

The male (screw) portion has a slotted head while the female (post) head is 

unslotted. The 3/8” and smaller length posts have a hole in the post head to 

accommodate the length of the screw. The 1/4” and 3/8” posts are available 

blind and require a shorter screw. 

The blind Chicago screws we produce come without a hole on the bottom. 

Screws are drilled and tapped right through to allow the screw bottom out. 

We ship blind sets with the shorter screw to accommodate for the smaller 

drilling. 

For more information please visit 

http://www.chicagoscrews.com 

http://www.chicagoscrews.com/

